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Adv. Mater. 2009, 21, 683–687  2009 WILEY-VCH Verlag GmResearch on high-performance, solution-processable semicon-
ductors addresses the need for cheap mass production of
electronic and optoelectronic devices. Organic semiconductors
hold great promise owing to the inexpensive techniques used for
their processing, though their low performance in terms of
charge-carrier mobility and stability in ambient conditions, and
the difficulty to obtain materials that absorb in the near-IR
spectral range, are problems that need to be solved. Colloidal
inorganic nanocrystals are emerging as valid substitute materials,
because of their elevated stability in ambient conditions and the
possibility of an extremely broad and tunable spectral
response.[1–4] In particular, for applications requiring absorption
and/or emission of light in the near-IR region of the
electromagnetic spectrum, inorganic nanocrystals, especially
those made of PbS and PbSe, show great advantages with
respect to other solution-processable materials, as their funda-
mental absorption edge can be tuned, thanks to quantum
confinement, in the wavelength range between 850 and
3500 nm.[3,5,6] These nanocrystals are synthesized in colloidal
form by capping with a molecular-ligand shell, determining their
solubility and limiting their charge-transport properties.[7,8] Their
near-IR activity has been exploited in devices such as light-
emitting diodes,[9,10] solar cells,[11,12] and photodetectors.[13,14]The latter show detectivity that outperform even epitaxially grown
devices, when the ligand shell of the nanocrystal is manipulated
after film preparation.[14] However, ligandmanipulation results in
strong power nonlinearity of the photodetectors[14] and fast
degradation of the device performance.[15]
An alternative approach to the fabrication of photodetectors
based on colloidal nanocrystals relies on blending inorganic
nanocrystals in organic semiconducting matrices, such as
polyphenylenevinylene derivatives,[16] polythiophenes,[17] and
pentacene.[18] In devices such as hybrid solar cells[17,19,20] and
photodetectors,[16,21] the nanocrystals act as electron acceptors,
and the transport depends mostly on the hole-transporting
properties of the polymers, resulting in strongly limited device
performance.
Improvements in the overall device performance have been
recently demonstrated, by using needlelike fullerene (C60) crystals
photosensitized by nanocrystals.[22] The devices benefit from the
higher carrier mobility in the C60 crystals than in the conjugated
polymers. However, the performance of these devices does not
nearly match that of the ligand-manipulated ones and, in addition,
the needlelike crystals do not allow controllable device fabrication.
In this work, the hardly soluble C60 is replaced by its soluble
derivative [6,6]-phenyl-C61-butyric acid methyl ester (PCBM), to
obtain hybrid thin-film photodetectors with a spectral sensitivity
covering the visible and near-IR spectral range up to 1300 nm,
achieving performance close to that of commercial near-IR
detectors. The active layer, which is composed of PbS
nanocrystals and PCBM, exploits ultrafast charge transfer from
the nanocrystals, which are fully covered by bulky oleic-acid
ligands, to the fullerene, as indicated by time-resolved photo-
luminescence and by pump-and-probe measurements. Field-
effect transistor measurements provided evidence that the
electrons were the mobile carriers in the photodetectors, while
the holes were trapped in the nanocrystals. Such a configuration
allows photoconductive gain as well as a linear power dependence
of the generated photocurrent. The measured detectivity
compares to that of commercial photodetectors that are sensitive
to near-IR radiation, making these hybrid devices appealing for
applications in biology and in night-vision systems, as a













Figure 1. a) SEM cross-section of the field-effect transistor device. b) AFM image of the PbS/
PCBM active layer on the electrodes and in the channel. c,d) Current–voltage (I–V) character-
istics of the spin-coated PbS/PCBM blend and of PCBM thin films, respectively, under
illumination (light on) and in the dark (light off).
684Photodetectors were fabricated by spin-coating a thin film of
PbS/PCBM blend (1:1 by weight) onto interdigitated gold
electrodes with a 5mm spacing. A cross-sectional scanning
electron microscopy (SEM) image of the device is shown in
Figure 1a; the morphology of the thin film as measured by atomic
force microscopy (AFM) is shown in Figure 1b. The film appears
as a homogeneous matrix embedding circular domains with
diameters less than 1mm and with heights of ca. 100 nm, which
could not be ascribed to phase segregates by electron dispersive
X-ray spectroscopy (EDX) and, thus, represent morphological
features.
The I–V characteristics of the PbS/PCBM blend and of pure
PCBM devices measured in the dark and under illumination are
shown in Figures 1c and d. The I–V characteristics of both the
hybrid blend and the PCBM thin-film devices are symmetric with
respect to zero bias. The photocurrent of the blend has a linear
dependence on the applied voltage for values less than 6V, while
at higher biases the dependence is quadratic. The hybrid device
biased at 15 V under illumination with light of wavelength
514 nm at 6.0mW cm2 produces a current of approximately
5 106 A, while the dark current is four orders of magnitude
less. This on/off ratio of 104 exceeds the reported on/off ratio for
the C60-needlelike-crystal detectors by more than one order of
magnitude.[22] The monochromatic quantum efficiency of the
blended device at a bias of 15 V reaches up to 400%, indicating an
amplification of the photocurrent.[14,23] The best responsivity
value recorded for the hybrid devices exceeded 1.6 A W1 under
illumination at 514 nm.
The reference device made of a pure PCBM film (Fig. 1d)
showed a much weaker increase in current under illumination 2009 WILEY-VCH Verlag GmbH & Co. KGaA, Weinthan the blend. At 15V under homogenous
illumination of 6.0mW cm2, the device
delivered a current of ca. 8 109 A, while
the dark current was ca. 5 1011 A (limited
by the instrument sensitivity). The responsivity
of the PCBM device was then 2.5 103 AW1.
Devices fabricated from pure PbS nanocrystals
showed current bordering on the detection
sensitivity of the experimental apparatus
and did not perform any increment upon
illumination; this is due to the insulating nature
of the bulky ligand layer surrounding the
nanocrystals.
To evaluate the responsivity to near-IR
radiation, the photocurrent spectrum presented
in Figure 2a was measured. The spectrum
clearly shows a maximum at 1200 nm with a
general shape that follows that of the optical
density measured from a reference layer
prepared by drop-casting on a glass substrate,
which is shown in the same figure. The similar
shape confirms the active role of the PbS
nanocrystals in the photocurrent generation.
The imperfect matching of the two spectra
could be ascribed to the thickness difference in
the films (drop-cast vs. spin-coated films).[24]
The photocurrent at 514 nm is five times higher
than at the first excitonic absorption peak of
PbS, giving rise to a responsivity of 320mAW1 at 1200 nm, which is still about 100 times the value reported
for the best hybrid IR detectors.[16]
An important characteristic of photoconductive detectors is the
power dependence of the photocurrent. A strong decrease in
the responsivity on increasing power has been observed in pure
nanocrystal photodetectors.[13,14] In contrast, the PbS/fullerene
photodetectors reported here are characterized by an almost-
linear response of the photocurrent with respect to the
illumination power, from the nano- to the microwatt range,
and both in the visible and in the near-IR regions of the
electromagnetic spectrum (Figs. 2b, 2b inset). The linear
response over several orders of magnitude is an important
characteristic that renders these photodetectors appealing for
several practical applications. The dynamic response of the blend
photodetector is reported in Figure 2c; only 75% of the current
disappears almost instantaneously when the light is switched off,
while the rest of the current needs over 2 s to disappear. This is an
indication of carrier trapping, which probably takes place at
surface states of the colloidal nanocrystals. Long-living carrier
trapping in the PCBM is ruled out because of the faster response
observed in the pure PCBM reference sample (Fig. 2c).
Furthermore, transport measurements on pure PCBM films
revealed trap-free electron transport.[25]
The figure of merit for photodetectors is the normalized
detectivity, defined as D*¼ (ADf )1/2R/in, where A is the effective
area of the device, Df is the electrical bandwidth, R is the
responsivity, and in is the noise current. In our photodetector, a
noise current of ca. 0.28 pA Hz1/2 at 6Hz was measured. This
value decreased continuously to the limit of the experimental













Figure 3. a) PL decay of the PbS nanocrystals and the PbS/PCBM thin film.
The PL was excited at 800 nm. The decay was measured at the maximum of
the PL spectrum at ca. 1350 nm. b) Pump–probe measurements on the
PbS/PCBM blend (right axis) versus PL decay of the PbS/PCBM blend (left
axis). The pump is at 784 nm and the probe at 1280 nm.
Figure 2. a) Optical density (black curve) and photocurrent spectrum (red
curve) of a PbS/PCBM thin film. The photocurrent spectrumwasmeasured
at a bias of 25 V. b) Power dependence of the photocurrent under 1140 nm
illumination. Inset: Power dependence of the photocurrent at 15 V bias
under 514 nm illumination. c) Time behavior of the photocurrent of PCBM
and PbS/PCBM thin films before and after switching off the illumination.current measured at 6Hz and the responsivity as given above, a
detectivity D* of ca. 2.5 1010 Jones (1 Jones¼ 1 cm Hz1/2 W1)
was obtained at 1200 nm. The noise-equivalent power (NEP)
amounted to ca. 0.9 pW Hz1/2. These values are close to those
achieved with the best commercial IR detectors operating at room
temperature.
The physical mechanism enabling such improved perfor-
mance of the photodetectors based on nanocrystals capped by
oleic acid can be clarified by time-resolved optical spectroscopy
performed on drop-cast films prepared on glass slides. Figure 3a
compares the photoluminescence (PL) decays of the PbS
nanocrystals and the PbS/PCBM blend thin films excited at
800 nm, where only the inorganic components absorb. The PL
of the nanocrystals decays exponentially with a time constant of
around 10 ns, while the PL of the blended thin film is quenched,Adv. Mater. 2009, 21, 683–687  2009 WILEY-VCH Verlag Gmshowing a biexponential behavior consisting of a fast component,
with a time constant of approximately 70 ps, and a slower
component, with a time constant of approximately 580 ps, shown
in detail in Figure 3b.
The much faster decay time of the PbS/PCBM emission can be
attributed to an efficient charge transfer from the nanocrystals to
the PCBM molecules. The exciton formed by photoexcitation of
the nanocrystals can be separated, due to the high dielectric
constant of the medium (3 nm PbS nanocrystals have a dielectric
constant of ca. 16[26]) and the higher electron affinity of the
fullerene derivative.
An important experimental tool used to distinguish and
identify the dynamics of electrons and holes is the comparison of
the time-resolved photoluminescence spectra and the transient-
absorption spectra in pump–probe measurements. Figure 3b
shows that the PL decay is faster than that of the transient
absorption. While PL is a physical quantity that depends on the
product of hole and electron populations, bleaching of the probe
absorption induced by an ultrafast pump pulse depends on the
sum of the hole and electron populations weighted by their
relative contributions. One can therefore describe the pump–
probe signal as the sum of a decaying component (caused by the
carriers that are being transferred to the exterior of the
nanocrystals) and a constant component (caused by the oppositely
charged carriers remaining inside the crystals), which are













Figure 4. Output characteristics of a field-effect transistor with a PbS/
PCBM blend as the active layer under illumination of 6mW cm2 at
514 nm. Id: drain current; Vd: drain–source voltage.
686ments therefore provide evidence for charge transfer (as opposed
to energy transfer) at the hybrid nanocrystal/fullerene interface.
The comparison of the relative energy levels of the conduction
and valence bands of the nanocrystals and the highest occupied
molecular orbital (HOMO)/lowest unoccupied molecular orbital
(LUMO) levels of PCBM does not immediately indicate the
possibility of any charge transfer between the two materials. An
estimation of the energy levels for PbS nanocrystals emitting at
1280 nm derived from those of the bulk material gives the lowest
unoccupied nanocrystal state at about 4.23 eV[27] below the
vacuum level, and the highest occupied nanocrystal state at ca.
5.18 eV. Comparing these values with the LUMO and HOMO
levels of PCBM, estimated to be approximately 4.2 and 6.0 eV
below the vacuum level, respectively,[28] results in a close match of
the unoccupied states of the PbS crystals and of PCBM. However,
as previously reported, in colloidal nanocrystals the electronic
states are found generally to be closer to the vacuum level than
estimated from the bulk values,[29] rendering the transfer of
electrons from the PbS to the PCBM energetically favorable. To
verify this assumption, the hybrid blend films were investigated
in a field-effect transistor configuration, which allowed the
unambiguous assignment of the charge-carrier type dominating
the transport in the photodetector devices.
The output characteristics of field-effect transistors whose
active layers are thin films of a PbS-nanocrystal/PCBM blend are
shown in Figure 4. The drain current is positive for positive
drain–source voltages (Vd) and exhibits a saturation behavior,
whereas at negative Vd the current reverses sign and diverges.
This behavior is characteristic of thin-film transistors with
unipolar electron transport.[30] Furthermore, the devices exhibit
strong gate dependence and electron-mobility values up to
3.0 104 cm2 V1 s1, as extracted from the linear regions of the
transfer characteristics. This mobility value is ascribed to the
PCBM, because transistors whose active layers consist of PbS
nanocrystals capped with oleic acid do not operate.
In conclusion, the use of a solution-processable hybrid
organic–inorganic blend of a fullerene derivative (PCBM) and
PbS nanocrystals as the active medium in photodetectors was
demonstrated. The active layer exploits photoinduced ultrafast 2009 WILEY-VCH Verlag Gmcharge transfer from the nanocrystals (which are fully covered by
bulky oleic acid ligands) to the fullerene, demonstrating a new
approach towards efficient photodetectors with respect to ligand
manipulation. Field-effect transistor measurements proved that
the electrons are the mobile carriers in the photodetectors, while
the holes were trapped in the nanocrystals. In this configuration,
photoconductive gain as well as a linear power dependence of the
photocurrent was obtained. Moreover, the detectivity of these
solution-processable devices compares well with that of com-
mercial photodetectors sensitive to near-IR wavelengths, render-
ing them appealing, cost-effective alternatives to the currently
available technology.Experimental
PbS crystals capped with oleic acid were synthesized according to a
method reported in the literature [31]. The fullerene derivative PCBM was
obtained from Solenne Bv (Groningen, The Netherlands). The samples for
electrical measurements were spin-coated from a chlorobenzene solution
(thickness ca. 100 nm) onto Si/SiOx substrates with interdigitated
electrodes. For the field-effect transistor measurements, the active layer
was spin-coated on heavily doped p-type Si substrates, which served as the
gate electrode with 200 nm of thermally grown SiO2 used as the dielectric
layer, with a capacitance per unit area of 17 nF cm2. The source and drain
electrodes consisted of 10 nm of Ti and 30 nm of Au. The samples for
optical characterization were drop-cast (thickness ca. 1600 nm) onto
quartz substrates from the same solution.
The sample cross-sections were inspected using a ZEISS 1540 XB
cross-beam electron microscope. For this purpose, a Pt layer was first
deposited with a focused ion beam. Next, a trench was sputtered using
20 keV Ga ions and the secondary electron images were taken using a 5 kV
acceleration voltage and an in-lens detector.
The morphologies of the samples were determined by AFM in tapping
mode.
Time-resolved PL measurements were performed by exciting the
samples at 800 nm with a Ti:sapphire laser that provided 150 fs pulses. The
PL emission was detected using a spectrometer coupled to a Hamamatsu
streak camera with a cathode sensitive to near-IR radiation.
Differential transmission decays were obtained using a two-color
pump–probe set up. The samples were excited by pulses from a
regenerative amplifier (784 nm wavelength, 150 fs duration, 1 kHz
repetition), and were probed with IR pulses (ca. 1280 nm wavelength)
generated from a tunable-parametric amplifier. The pump beam, of 5mW
average intensity, was focused to a ca. 150mm spot on the sample,
corresponding to much less than one excitation per dot, in order to avoid
shortening of the exciton lifetime by nonlinear processes; the probe
sampled the inner half of the spot, to ensure homogeneous excitation.
Electrical measurements were carried out using a home-built probe
station under high vacuum (104 Pa) with a Keithley 4200 semiconductor
analyzer at room temperature. To prevent parasitic currents and to
electrically isolate the silicon substrate, a sheet of mica was used between
the silicon substrate of the devices and the copper chuck. Illumination of
the samples was provided by a 532 nm fiber-coupled laser, which allowed
homogeneous illumination of the sample with a power of 6.0mW cm2.
The photocurrent was measured using a lock-in amplifier, and by
illuminating the sample with a halogen lamp through an Acton
monochromator (Spectra Pro 2150i).Acknowledgements
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